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ENGLISH(Original instructions)

2 3

	 Do not use any adapter plugs with earthed (grounded) 
power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock.

b.	 Avoid body contact with earthed or grounded 
surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock 
if your body is earthed or grounded.

c.	 Do not expose power tools to rain or wet conditions. 
Water entering a power tool will increase the risk of 
electric shock.

d.	 Do not abuse the cord. Never use the cord for 
carrying, pulling or unplugging the power tool. Keep 
cord away from heat, oil, sharp edges or moving 
parts. Damaged or entangled cords increase the risk of 
electric shock.

e.	 When operating a power tool outdoors, use an 
extension cord suitable for outdoor use. Use of a cord 
suitable for outdoor use reduces the risk of electric shock.

f.	 If operating a power tool in a damp location is 
unavoidable, use a residual current device (RCD) 
protected supply. Use of an RCD reduces the risk of 
electric shock.

3.	 Personal safety
a.	 Stay alert, watch what you are doing and use common 

sense when operating a power tool. 
	 Do not use a power tool while you are tired or under 

the influence of drugs, alcohol or medication. A 
moment of inattention while operating power tools may 
result in serious personal injury.

b.	 Use personal protective equipment. Always wear eye 
protection. Protective equipment such as a dust mask, 
non-skid safety shoes, hard hat or hearing protection used 
for appropriate conditions will reduce personal injuries.

c.	 Prevent unintentional starting. Ensure the switch is in 
the off-position before connecting to power source 
and/or battery pack, picking up or carrying the tool. 
Carrying power tools with your finger on the switch or 
energising power tools that have the switch on 
invites accidents.

d.	 Remove any adjusting key or wrench before turning 
the power tool on. A wrench or a key left attached to a 
rotating part of the power tool may result in personal injury.

e.	 Do not overreach. Keep proper footing and balance at 
all times. This enables better control of the power tool in 
unexpected situations.

f.	 Dress properly. Do not wear loose clothing or 
jewellery. Keep your hair and clothing away from 
moving parts. Loose clothes, jewellery or long hair can 
be caught in moving parts.

g.	 If devices are provided for the connection of dust 
extraction and collection facilities, ensure these are 

Documents Available Online
www.2helpU.com/DoC/ or  
www.2helpU.com/DoC/index/xxx*
*For direct access, replace "xxx" with the 
product's model number given on the 
product rating label or packaging.
•	 Instruction Manual
•	 Declaration of Conformity (DoC)
•	 �Product Emission Data (PED): Information about Noise, 

Vibration and Dust (not applicable for all products)
•	 WARNING: Read all safety warnings, 

instructions, illustrations, and specifications in 
this manual, including the battery and charger 
sections provided in an original tool manual or 
the separate Batteries and Chargers manual. 

Manuals can be obtained by contacting Customer Service 
(refer to the back page of this manual). 

Intended use 
Your STANLEY SFMCW221 detail  sander has been designed 
for sanding wood, metal, plastics and painted surfaces. 
This appliance is intended for professional and private, non 
professional users.

Safety instructions
General power tool safety warnings

@ Warning! Read all safety warnings, 
instructions, illustrations and  
specifications provided with this power 
tool. Failure to follow all instructions listed 
below may result in electric shock, fire and/or 
serious injury.

Save all warnings and instructions for future reference. 
The term "power tool" in the warnings refers to your mains-
operated (corded) power tool or battery-operated (cordless) 
power tool.

1.	 Work area safety
a.	 Keep work area clean and well lit. Cluttered or dark 

areas invite accidents.
b.	 Do not operate power tools in explosive atmospheres, 

such as in the presence of flammable liquids, gases 
or dust. Power tools create sparks which may ignite the 
dust or fumes.

c.	 Keep children and bystanders away while operating a 
power tool. Distractions can cause you to lose control.

2.	 Electrical safety
a.	 Power tool plugs must match the outlet. Never modify 

the plug in any way. 
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connected and properly used.  Use of dust collection 
can reduce dust-related hazards.

h.	 Do not let familiarity gained from frequent use of
	 tools allow you to become complacent and ignore
	 tool safety principles. A careless action can cause
	 severe injury within a fraction of a second.

4.	 Power tool use and care
a.	 Do not force the power tool. Use the correct power 

tool for your application. 
	 The correct power tool will do the job better and safer at 

the rate for which it was designed.
b.	 Do not use the power tool if the switch does not turn it 

on and off.  Any power tool that cannot be controlled with 
the switch is dangerous and must be repaired.

c.	 Disconnect the plug from the power source and/or 
remove the battery pack, if detachable, from the power 
tool before making any adjustments, changing

	 accessories, or storing power tools. Such preventive 
safety measures reduce the risk of starting the power 
tool accidentally.

d.	 Store idle power tools out of the reach of children and 
do not allow persons unfamiliar with the power tool or 
these instructions to operate the power tool.  
Power tools are dangerous in the hands of 
untrained users.

e.	 Maintain power tools and accessories. Check for 
misalignment or binding of moving parts, breakage of 
parts and any other condition that may affect the 
power tool's operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by 
poorly maintained power tools.

f.	 Keep cutting tools sharp and clean. Properly 
maintained cutting tools with sharp cutting edges are less 
likely to bind and are easier to control.

g.	 Use the power tool, accessories and tool bits etc. in 
accordance with these instructions, taking into 
account the working conditions and the work to 
be performed.

	 Use of the power tool for operations different from those 
intended could result in a hazardous situation.

h.	 Keep handles and grasping surfaces dry, clean and
	 free from oil and grease. Slippery handles and grasping
	 surfaces do not allow for safe handling and control of the
	 tool in unexpected situations.

5.	 Battery tool use and care
a.	 Recharge only with the charger specified by the 

manufacturer. A charger that is suitable for one type of 
battery pack may create a risk of fire when used with 
another battery pack.

b.	 Use power tools only with specifically designated 
battery packs. Use of any other battery packs may create 
a risk of injury and fire.

c.	 When battery pack is not in use, keep it away from 
other metal objects, like paper clips, coins, keys, 
nails, screws, or other small metal objects, that can 
make a connection from one terminal to another. 
Shorting the battery terminals together may cause burns 
or a fire.

d.	 Under abusive conditions, liquid may be ejected from 
the battery; avoid contact. If contact accidentally 
occurs, flush with water. If liquid contacts eyes, 
additionally seek medical help. Liquid ejected from the 
battery may cause irritation or burns.

e.	 Do not use a battery pack or tool that is damaged or 
modified.  
Damaged or modified batteries may exhibit unpredictable 
behaviour resulting in fire, explosion or risk of injury.

f.	 Do not expose a battery pack or tool to fire or 
excessive temperature. Exposure to fire or temperature 
above 130 °C may cause explosion.

g.	 Follow all charging instructions and do not charge the 
battery pack or tool outside the temperature range 
specified in the instructions. Charging improperly or at 
temperatures outside the specified range may damage the 
battery and increase the risk of fire.

6.	 Service
a. 	 Have your power tool serviced by a qualified repair 

person using only identical replacement parts. This 
will ensure that the safety of the power tool is maintained.

b. 	 Never service damaged BATTERY packs. Service of 
BATTERY packs should only be performed by the 
manufacturer or authorized service providers.

Additional power tool safety warnings 

@ Warning! Additional safety warnings for 
sanders

u	 Hold power tool by insulated gripping surfaces when 
performing an operation where the cutting accessory 
may contact hidden wiring. Cutting a "live" wire may 
make exposed metal parts of the power tool "live" and 
could give the operator an electric shock.

u	 Use clamps or another practical way to secure and 
support the workpiece to a stable platform. Holding the 
work by hand or against your body leaves it unstable and 
may lead to loss of control.

u	 Warning! Contact with or inhalation of dust arising 
from sanding applications may endanger the health of 
theoperator and possible bystanders.  
Wear a dust mask specifically designed for protection 
against dust and fumes and ensure that persons within or 
entering the work area are also protected.

u	 Thoroughly remove all dust after sanding.
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u	 Take special care when sanding paint which is possibly 
lead based or when sanding some woods and metal which 
may produce toxic dust:

	 - �Do not let children or pregnant women enter the 
work area.

	 - Dispose of dust particles and any other debris safely.

Safety of others
u	 This tool is not intended for use by persons (including 

children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, 
unless they have been given supervision or instruction 
concerning use of the tool by a person responsible for 
their safety.

u	 Children should be supervised to ensure that they do not 
play with the appliance.

u	 The intended use is described in this instruction manual. 
The use of any accessory or attachment or performance 
of any operation with this tool other than those 
recommended in this instruction manual may present a 
risk of personal injury and/or damage to property.

Residual risks
Additional residual risks may arise when using the tool which
may not be included in the enclosed safety warnings. These 
risks can arise from misuse, prolonged use etc.
Even with the application of the relevant safety regulations 
and the implementation of safety devices, certain residual 
risks can not be avoided. These include:
u	 Injuries caused by touching any rotating/moving parts.
u	 Injuries caused when changing any parts, blades 

or accessories.
u	 Injuries caused by prolonged use of a tool. When 

using any tool for prolonged periods ensure you take 
regular breaks.

u	 Impairment of hearing.
u	 Health hazards caused by breathing dust developed when 

using your tool (example:- working with wood, especially 
oak, beech and MDF.)

Labels on tool
To reduce the risk of injury, user must follow the 
instructions below. 
The following pictograms along with the date code are shown 
on the tool:

: Warning! User must read and understand 
instruction manual before using this product.

N Wear ear protection when operating this tool.

Date Code Position (Fig. I)
The production date code  18  consists of a 4‑digit year 
followed by a 2‑digit week and is extended by a 2‑digit 
factory code.

Additional safety instructions for batteries 
and chargers
Batteries
u	 Never attempt to open for any reason.
u	 Do not expose the battery to water.
u	 Do not store in locations where the temperature may 

exceed 40 °C.
u	 Charge only at ambient temperatures between 10 °C and 

40 °C.
u	 Charge only using the charger provided with the tool.
u	 When disposing of batteries, follow the instructions given 

in the section "Protecting the environment".

Chargers
u	 Use your Zcharger only to charge the battery in the tool 

with which it was supplied. Other batteries could burst, 
causing personal injury and damage.

u	 Never attempt to charge non-rechargeable batteries.
u	 Have defective cords replaced immediately.
u	 Do not expose the charger to water.
u	 Do not open the charger.
u	 Do not probe the charger.

$ The charger is intended for indoor use only.

+ Read the instruction manual before use.

Do not attempt to charge damaged batteries.

Electrical safety

#
Your charger is double insulated; therefore no 
earth wire is required. Always check that the 
mains voltage corresponds to the voltage on 
the rating plate. Never attempt to replace the 
charger unit with a regular mains plug.

u	 If the supply cord is damaged, it must be replaced by the 
manufacturer or an authorised STANLEY Service Centre 
in order to avoid a hazard.

Warning! Never attempt to replace the charger unit with a 
regular mains plug.

Mains plug replacement (U.K. & Ireland only)
If a new mains plug needs to be fitted:
	 Safely dispose of the old plug.
	 Connect the brown lead to the live terminal in the 

new plug.
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	 Connect the blue lead to the neutral terminal.
Warning! No connection is to be made to the earth terminal. 
Follow the fitting instructions supplied with good quality plugs. 
Recommended fuse: 5 A.
Features
This tool includes some or all of the following features.
	 1.	 On/off switch
	 2.	 Back handle
	 3.	 Front handle
	 4.	 Dust collection canister
	 5.	 Sanding pad
	 6.	 Battery
	 7.	 Battery release button
	 8.	 Variable‑speed dial
	 9.	 Sandpaper sheet
	10.	 Diamond‑shaped tips
	11.	 Diamond‑shaped pad tip

Charging the battery (Fig. A)
The battery needs to be charged before first use and 
whenever it fails to produce sufficient power on jobs that were 
easily done before. The battery may become warm while 
charging; this is normal and does not indicate a problem.
Warning! Do not charge the battery at ambient temperatures 
below 10 °C or above 40 °C. Recommended charging 
temperature: approx. 24 °C.
Note: The charger will not charge a battery if the cell 
temperature is below approximately 10 °C or above 40 °C.
The battery should be left in the charger and the 
charger will begin to charge automatically when the cell 
temperature warms up or cools down.
Note: To ensure maximum performance and life of lithium-ion 
battery packs, charge the battery pack fully before first use.
u	 Plug the charger (12) into an appropriate outlet before 

inserting battery pack (6).
u	 The green charging light (12a) will blink continuously 

indicating that the charging process has started.
u	 The completion of charge will be indicated by the green 

charging light (12a) remaining ON continuously. The 
battery pack (6) is fully charged and may be removed and 
used at this time or left in the charger (12).

u	 Charge discharged batteries within 1 week. Battery life will 
be greatly diminished if stored in a discharged state.

Charger LED Modes

Charging:
Green LED  Intermittent

Fully Charged:
Green LED  Solid

Hot/Cold Pack Delay:
Green LED  Intermittent
Red LED  Solid

Note: The compatible charger(s) will not charge a faulty 
battery pack. The charger will indicate a faulty battery pack by 
refusing to light.
Note: This could also mean a problem with a charger. If the 
charger indicates a problem, take the charger and battery 
pack to be tested at an authorized service centre.

Leaving the battery in the charger
The charger and battery pack can be left connected with the 
LED glowing indefinitely. The charger will keep the battery 
pack fresh and fully charged.

Hot/Cold Pack Delay
When the charger detects a battery that is too hot or too 
cold, it automatically starts a Hot/Cold Pack Delay, the green 
LED (12a) will flash intermittently, while the red LED (12b) 
will remain on continuously, suspending charging until the 
battery has reached an appropriate temperature. The charger 
then automatically switches to the pack charging mode. This 
feature ensures maximum battery life.

Battery state of charge indicator (Fig. B)
The battery includes a state of charge indicator to quickly 
determine the extent of battery life as shown in figure B. By 
pressing the state of charge button (6a) you can easily view 
the charge remaining in the battery as illustrated in figure B. 

Installing and Removing the Battery Pack from 
the tool
Warning! Make certain the lock-off button is engaged to 
prevent switch actuation before removing or installing battery.

To install battery pack (Fig. C)
u	 Insert battery pack firmly into tool until an audible click is 

heard as shown in figure C. Ensure battery pack is fully 
seated and fully latched into position.
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To remove battery pack (Fig. D)
u	 Depress the battery release button (7) as shown in 

figure D and pull battery pack out of tool.

Attaching hook and loop sanding discs (Fig. E)
For best results, use STANLEY  accessories.
u	 To attach the sanding sheet (9) , carefully center the sheet 

over the sanding pad (5) ensuring the holes in the disc 
align with the holes in the pad and press the sheet firmly 
in place.

u	 The hook and loop fastening system sanding sheet can 
be easily removed by simply pulling it off. It can be reused 
as desired.

Sanding sheet tips (Fig. F)
u	 Detach the two additional diamond‑shaped tips (10) from 

the sanding sheet (9). 
Note: The diamond‑shaped tip can be reversed and replaced 
when worn.
u	 When the front part of the tip is worn, detach it from the 

sheet, reverse it and press it onto the diamond‑shaped 
pad tip (11) again.

u	 When the whole tip is worn, remove it from the sanding 
base and fit a new tip.

Note: For optimal dust collection, ensure the correct type of 
sanding paper is used.

Fitting sanding mesh (Fig. F1)
u	 Hold the tool with the sanding base facing upwards.
u	 Place the sanding mesh (9a) onto the sanding base, 

making sure that the holes in the sheet line up with the 
holes in the base.

Finger attachment (fig. G)
The finger attachment is used for fine detail sanding.
u	 Remove the screw (11b).
u	 Remove the diamond-shaped tip (11) from the 

sanding base.
u	 Fit the finger attachment (11a) onto the sanding base.
u	 Fit and tighten the screw (11b).
u	 Fit the appropriate sanding sheet onto the 

finger attachment.

Replacing Diamond Shaped Pad Tip (Fig. G1)
When the sanding base tip (11) is worn, it can be replaced. 
Spare parts are available from your dealer.
u	 Remove the screw (11b) .
u	 Replace the worn part.
u	 Fit and tighten the screw. 

Use
Warning! Let the tool work at its own pace. Do not overload.
Switching on and off
u	 To switch the tool on, depress the on/off switch (1) at the 

"I" position.

u	 To switch the tool off, depress the on/off switch (1) at 
the"O" position.

Variable‑Speed Dial
To operate the tool, select the speed setting you wish with 
the speed dial (8) , and press the ON/OFF switch. The speed 
setting can be adjusted either with the tool ON or OFF.
Warning! Because the tool has a separate speed dial for 
setting the speed, the tool will start at the speed where the 
variable speed dial is set. Always ensure switch is off in the 
"O" position before installing the battery pack.
Warning! Be sure to select the proper speed for your 
sanding operation. If in doubt about the proper speed for your 
operation, test the performance at low speed settings and 
gradually increase until a comfortable speed is found.

Operation (Fig.H)
Grasp the sander as shown in figure H and turn it ON. Move it 
in long, sweeping strokes along the surface, letting it do
the work.
Pushing down on the tool while sanding actually slows the 
removal rate and produces an inferior quality finish.
Check your work often. Sander is capable of removing 
material rapidly especially with coarse paper.

Precautions to take when sanding paint
Sanding of lead based paint is NOT RECOMMENDED due to 
the difficulty of controlling the contaminated dust. The greatest 
danger of lead poisoning is to children and pregnant women.
Since it is difficult to identify whether or not a paint contains 
lead without a chemical analysis, we recommend the following 
precautions when sanding any paint:

Personal safety
u	 No children or pregnant women should enter the work 

area where the paint sanding is being done until all clean 
up is completed.

u	 A dust mask or respirator should be worn by all persons 
entering the work area. The filter should be replaced daily 
or whenever the wearer has difficulty breathing. See your 
local hardware store for the proper EN14683‑approved 
dust mask.

u	 NO EATING, DRINKING or SMOKING should be done 
in the work area to prevent ingesting contaminated paint 
particles.  
Workers should wash and clean up BEFORE eating, 
drinking or smoking. Articles of food, drink, or smoking 
should not be left in the work area where dust would settle 
on them.

Environmental safety
u	 Paint should be removed in such a manner as to minimize 

the amount of dust generated.
u	 Areas where paint removal is occurring should be sealed 

with plastic sheeting of 4 mils thickness.
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u	 Sanding should be done in a manner to reduce tracking of 
paint dust outside the work area.

Cleaning

	� WARNING: Electrical shock and mechanical hazard. 
Disconnect the plug from the power source and/
or remove the battery pack, if detachable, from the 
product before cleaning.

	� WARNING: To ensure safe and efficient operation, 
always keep the product and the ventilation slots (if 
applicable) clean. Main housing and ventilation slots 
can be cleaned using a dry, soft non‑metallic brush 
and/or a suitable vacuum cleaner as often as dirt is 
seen. Wear approved eye protection and approved 
dust mask when performing this procedure.

	� WARNING: Never use solvents or other harsh 
chemicals for cleaning the non‑metallic parts of the 
product. These chemicals may weaken the materials 
used in these parts. Use a cloth dampened only with 
water and mild soap. Never let any liquid get inside 
the product. Never immerse any part of the product 
into a liquid.

Cleaning and disposal
u	 All surfaces in the work area should be vacuumed and 

thoroughly cleaned daily for the duration of the sanding 
project. Vacuum filter bags should be changed frequently.

u	 Plastic drop cloths should be gathered up and disposed 
of along with any dust chips or other removal debris. 
They should be placed in sealed refuse receptacles and 
disposed of through regular trash pick‑up procedures. 
During clean up, children and pregnant women should be 
kept away from the immediate work area.

u	 All toys, washable furniture and utensils used by children 
should be washed thoroughly before being used again.

Reducing Dust Exposure
Before starting work, check the hazard class of the dust that 
will be produced when working. 

	� WARNING: Avoid touching or breathing dust as it 
can be harmful to health. Dust created when using a 
power tool and when conducting other construction 
activities can contain chemicals, minerals, or particles 
known to cause respiratory infections, allergic 
reactions, cancer, birth defects, or other reproductive 
harm of the user or bystanders.

•	 Such dust can be generated, for example, when working 
on hardwoods such as beech or oak, lead‑based paint, 
concrete, masonry, or stones containing quartz. 

•	 Material containing asbestos may be handled only 
by specialists.

•	 Observe the relevant regulations in your country for the 
materials to be worked on.

•	 Use a dust extractor or extraction system with an officially 
approved protection class in compliance with the locally 
applicable dust protection regulations and suitable for the 
material to be worked on. 

•	 Capture the resulting dust particles directly at the source 
and avoid deposits in the surrounding area. Use suitable 
extraction accessories for this purpose.

Additional measures:
	ʵ Make sure that the workplace is well ventilated.
	ʵ Wear a respirator appropriate for the type of 

dust generated.

Dust Collection (Fig.I, J)
Warning! Collected sanding dust from sanding surface 
coatings (polyurethane, linseed oil, etc.) can self=ignite and 
cause fire. To reduce risk, strictly follow sander manual and 
coating manufacturer’s instructions.
u	 The dust bag should be emptied after every 10 minutes 

of sanding.
u	 To attach the dust bag to the sander, line up the grooves 

(14) on the side dust bag collar (15) with the dust bag 
locks (16) on the dust port (17) .

u	 Slide the dust bag onto the dust port and turn the dust bag 
clockwise to lock it in place as shown in Figure I.

u	 To remove, turn the dust bag counterclockwise and slide 
the dust bag off.

u	 To empty the dust bag, remove it from the dust port 
and dump the sanding debris into an appropriate trash 
receptacle as shown in Figure J.

Connecting a vacuum cleaner
u	 Insert the hose of the vacuum cleaner into the dust 

port (17). 

Accessories
Warning! Since accessories, other than those offered by 
STANLEY , have not been tested with this product, use of 
such accessories with this tool could be hazardous. To reduce 
the risk of injury, only STANLEY recommended accessories 
should be used with this product.

Maintenance
Your power tool has been designed to operate over a long 
period of time with a minimum of maintenance. Continuous 
satisfactory operation depends upon proper tool care and 
regular cleaning.

	� WARNING: To reduce the risk of serious personal 
injury, turn tool off and disconnect battery pack 
before making any adjustments or removing/
installing attachments or accessories. An 
accidental start‑up can cause injury.
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The charger and battery pack are not serviceable.
Please refer to the back page of this manual for service centre 
contact information, or visit www.2helpU.com.

Technical data
SFMCW221 Type 1 

Input voltage Vdc 18

Oscillations (no load) min-1 9000 - 12000

Orbits (no load) min-1 9000 - 12000

Sanding base surface mm2 8972

Weight kg 0.93

Charger SFMCB11 SFMCB12 SFMCB14

Input Voltage VAC 230 230 230

Output Voltage VDC 18 18 18

Current A 1.25 2 4

Battery SFMCB201 SFMCB202 SFMCB204 SFMCB206

Voltage VDC 18 18 18 18

Capacity Ah 1.5 2.0 4.0 6.0

Type Li-Ion Li-Ion Li-Ion Li-Ion

Protecting the Environment

Products/batteries are recyclable, but if marked with the 
crossed‑out bin, they must not be disposed of with normal 
household waste.
Run the batteries down completely and separate them, and 
separate any light sources from the product if possible. It 
is the user's responsibility to delete personal data from the 
product. Then take the waste to an official waste collection 
centre or a participating retailer who will often accept it free of 
charge. Packaging should be discarded based on the marked 
material code. Operating and safety instructions should only 
be discarded once the applicable product is no longer in use.
Please check with your local community/municipality for 
waste management guidance. For further information, visit 
www.2helpU.com and scan the above QR code.
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Australia & 
New Zealand

STANLEY 
810 Whitehorse Road Box Hill 
VIC 3128, Australia

www.stanleytools.com.au 
www.stanleytools.co.nz 

Tel.	 1800 338 002 
Tel.	 0800 339 258 (NZ)

België/Belgique STANLEY 
Egide Walschaertstraat 14‑16 
2800 Mechelen, Belgium

www.stanleytools.eu 
Enduser.be@SBDinc.com

De. Tel. +32 70 220 065 
Fr. Tel. +32 70 220 066 
Fax	 +32 15 473 799

Danmark STANLEY 
Farveland 1B 
2600 Glostrup

www.stanleyworks.dk Tel.	 70 20 15 10 
Fax	 70 22 49 10

Deutschland STANLEY 
Richard Klinger Str. 11, 65510 Idstein

www.stanleyworks.de Tel.	 06126 21‑1 
Fax	 06126 21‑2770

Ελλάδα STANLEY. 
Στράβωνος 7 & Λεωφ. Βουλιαγμένης 159 
Гλυφάδα 166 74 - Αθήνα

www.stanleyworks.gr Τηλ.	 +30 210 8981‑616 
Φαξ	 +30 210 8983‑285

España STANLEY 
Parc de Negocis “Mas Blau” 
Edificio Muntadas, c/Bergadá, 1, Of. A6 
08820 El Prat de Llobregat (Barcelona)

respuesta.postventa@
sbdinc.com 
www.stanleyworks.es 

Tel.	 934 797 400 
Fax	 934 797 419

France STANLEY 
62 Chemin de la Bruyère 
69570 Dardilly, France

www.stanleyoutillage.fr Tel.	 04 72 20 39 20 
Fax	 04 72 20 39 00

Helvetia STANLEY 
In der Luberzen 40 
8902 Urdorf

www.stanleyworks.de Tel.	 01 730 67 47 
Fax	 01 730 70 67

Italia STANLEY 
Energypark–Building 03 sud, Via Monza 7/A 
20871 Vimercate (MB)

www.stanley.it Tel.	 039‑9590200 
Fax	 039‑9590313

Nederland STANLEY 
Joulehof 12,  
4600 RG Bergen op Zoom

Enduser.NL@SBDinc.com Tel.	 +31 164 283 065 
Fax	 +31 164 283 200

Norge STANLEY 
Postboks 4613, Nydalen 
0405 Oslo 

www.stanleyworks.de Tlf.	 45 25 13 00 
Fax	 45 25 08 00

Österreich STANLEY 
Oberlaaerstraße 248,  
A‑1230 Wien

www.stanleyworks.de Tel.	 01 66116‑0 
Fax	 01 66116‑614

Portugal STANLEY 
Centro de Escritórios de Sintra Avenida Almirante 
Gago Coutinho, 132/134, Edifício 142710‑418 
Sintra 
2710‑418 Lisboa

resposta.posvenda@sbdinc.com Tel.	 214667500 
Fax	 214667575

Suomi STANLEY 
Tekniikantie 12, 02150 Espoo

www.stanleyworks.fi Puh.	 010 400 430 
Faksi	 0800 411 340

Sverige STANLEY 
Box 94, 431 22 Mölndal

Tel.	 031‑68 61 00 
Fax	 031‑68 60 08

Türkiye Stanley Black & Decker Turkey Alet Üretim 
Tic. Ltd.Şti. 
нчerenköy Mahallesi Umut Sokak. 
No: 10‑-12 / 82‑-83‑-84 Kat: 19 
Ataşehir‑İstanbul, Türkiye 

https://tr.stanleytools.global
info‑tr@sbdinc.com

Puh.	 +90 216 665 2900 
Faks	 +90 216 665 2901

United 
Kingdom

Stanley Black & Decker
Caswell Road, Brackmills Industrial Estate, 
Northampton, Northamptonshire, NN4 7PW

www.stanleytools.eu Tel +44 (0)1753 511234 
Fax +44 (0)1753 551155

Middle East & 
Africa

STANLEY 
P.O.Box - 17164 
Jebel Ali (South Zone), Dubai, UAE

www.stanleyworks.ae Tel	 +971 4 8127400 
Fax	 +971 4 8127036


